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AREA CLOSED FOR CHANGI EAST CONSTRUCTION WORKS

2021 Civil Aviation Authority Singapore
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RESTRICTIONS ON TAXIWAYS

2) TWY SA can only be used by aircraft with maximum wingspan 65m. TWY SA is a one-way live TWY for aircraft taxiing

into SASCO hangar via RWY 02L. Only tow-out operation is allowed from SASCO hangar into TWY SA and RWY 02L.

5) Pilots are advised to apply minimum thrust when turning into Taxiway V from Taxilane V7.

6) Taxilane V11 (behind aircraft stands A18 to A21) can only be used by aircraft with maximum wingspan 61m.

4) Taxiway centreline along TWY T between TWY R1 and R3 offset eastward by 2.5m away from aircraft stands E7 and F36

Taxilane Q2 and Taxilane Q3 (behind aircraft stands D35 to D38 and between TWY P and TWY Q)

7) Taxilane Q1 (behind aircraft stands C16 to C19 and between TWY P and TWY Q),

can only be used by aircraft with maximum wingspan 65m.

9) Taxilane U2 can only be used by aircraft with maximum wingspan 36m.

be used by aircraft with maximum wingspan 65m (towing and pushback exempted).

8) Taxilane P7 (behind aircraft stands E20 to E22) and Taxilane R7 (behind aircraft stands F50 to F54) can only

3) Taxiway Q (between TWY V and TWY P7) can only be used by aircraft with maximum wingspan 65m.

1)  Pilots are advised to apply minimum thrust when

i) turning into TWY P2, P4, P5 and Taxilane P6 while taxiing either northwards or southwards on Taxilane P7, and

ii) thereafter when taxiing along TWY P2 up to and including the TWY P1/P2 junction.

This is in view of apron activities at aircraft stands D40, D41, D47, D48, D49, E22, E24, E27 and E28.

11) Pilots are advised to exercise caution when taxiing near Taxilane U2, U8, U9 and U4.

10) TWY U8, U9 and U4 can only be used by aircraft with maximum wingspan 65m.

12) Pilots are advised to apply speed limit of 20 knots when taxiing along TWY R and TWY S.

13) Pilots turning aircraft into aircraft stand A2 or aircraft stand B2 are advised to wait for any aircraft holding at Taxilane V7, at the

inner cul-de-sac portion of the terminal building to vacate this portion before turning into aircraft stand A2 or aircraft stand B2.

The size of the radio altimeter operating area is 300m length and 120m width.

A radio altimeter operating area is established in the pre-threshold area of Runway 02L/20R, Runway 02C/20C and Runway 02R/20L.

14) TWY M, M4, M5, M6 and M7, located western side of RWY 02L/20R, are solely for use by Republic of Singapore Air Force (RSAF) aircraft.

15) TWY MY, MY1, MY2, MY3, MY4, MY5, MY6, MY7, MY8, MY9 and MY10, located eastern side of RWY 02R/20L,

       are solely for use by Republic of Singapore Air Force (RSAF) aircraft.

AIRCRAFT STANDS WITH SAFEGATE AIRCRAFT DOCKING GUIDANCE SYSTEM.

TOTAL AIRCRAFT PARKING POSITIONS : 230


